	Run/Pos.
	Type
	Order-No.
	Description
	Qty.
	Remarks
	
	
	Lengths (m)
	Straight length
	FA/FL
	AS
	C/D
	KB

	BUSDUCT T4B: 3200A (LXC0751)
	
	
	
	
	----
	
	Unit
	Total
	<=1.3m
	>1.3m
	
	
	
	

	T4B/01
	LXC0751-FA
	BVP:214336
	Connection to non-SIEMENS boards
	1
	phase
sequence: L3L2L1N
	
	
	
	
	
	
	
	
	
	

	T4B/02
	LXC0751-LL-X0,39
	BVP:275614
	Change direction
	1
	
	T4B
	0751
	0.23
	0.23
	
	
	1
	
	
	

	T4B/03
	LXC0751-LH-XB1,14
	BVP:277368
	Change direction
	1
	
	T4B
	0751
	0.595
	0.595
	
	
	
	
	1
	

	T4B/04
	LXC0751-2W1,27
	BVP:213833
	Str.trunk. unit optnl. lght w/o tap-off
	1
	
	T4B
	0751
	1.353
	1.353
	
	
	
	
	1
	

	T4B/05
	LXC0751-3
	BVP:213831
	Str.trunk. unit w/o tap-off
	1
	
	T4B
	0751
	1.27
	1.27
	1
	
	
	
	
	

	T4B/06
	LXC0751-LV
	BVP:213848
	L unit
	1
	
	T4B
	0751
	3
	3
	
	1
	
	
	
	

	T4B/07
	LXC0751-LH-X0,60
	BVP:275618
	Change direction
	1
	
	T4B
	0751
	0.713
	0.713
	
	
	
	
	1
	

	T4B/08
	LXC0751-LLH
	BVP:213854
	L unit
	1
	
	T4B
	0751
	0.813
	0.813
	
	
	
	
	1
	

	T4B/09
	LXC0751-2W1,32
	BVP:213833
	Str.trunk. unit optnl. lght w/o tap-off
	1
	
	T4B
	0751
	0.938
	0.938
	
	
	
	
	2
	

	T4B/10
	LXC0751-AS1-T
	BVP:214263
	Connection unit with T tap-off
	1
	
	T4B
	0751
	1.32
	1.32
	
	1
	
	
	
	

	T4B/10
	+LX-1A
	BVP:214272
	Feeder unit enclosed
	1
	phase
sequence: L3L2L1N
	T4B
	0751
	1.2
	1.2
	
	
	
	1
	
	

	T4B/10
	+LX-P180
	BVP:214289
	Phase distance of transformer
	1
	
	T4B
	-1A
	0
	0
	
	
	
	
	
	

	T4B/-1
	LXC0751-KB
	BVP:214384
	Terminal block
	1
	
	T4B
	-P18
	0
	0
	
	
	
	
	
	

	
	LX07-BF
	BVP:214429
	Fixing bracket horizontal flat
	6
	
	T4B
	0751
	0
	0
	
	
	
	
	
	1

	
	LX07-BFF
	BVP:214435
	Fixing bracket horizontal flat with fixing
	1
	
	T4B
	7-BF
	0
	0
	
	
	
	
	
	

	
	
	
	
	
	
	T4B
	7-BF
	0
	0
	
	
	
	
	
	

	
	LX-RAL7032
	BVP:270889
	Special color RAL7032
	0
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	SUMMARY
	
	
	-
	-
	-
	-
	-
	11.432
	1
	2
	1
	1
	6
	1


1. Bus Tie Duct inspection to be carried out at vendor premises prior to dispatch of material.
2. Vendor to provide test reports and all relevant OEM certificates.
3. Drawings of Bus Tie Duct for Transformer 4B is attached.
4. Bidder must supply isometric/3D views of all BTD parts at bidding stage for approval with OGDC, which will be verified with site installation. Bidder will be responsible for any payment delays or loss thereof incase drawings are not approved or provided BTD parts are mismatched with existing installed BTD.  All relevant project drawings from M/s Siemens are enclosed.
5. Bidder may visit site of KPD plant prior to bidding for precise data collection and to avoid any ambiguity at later stage. 
6. Bidder must submit Installation & Maintenance Manual of product at bid stage.
7. Bidder must supply all installation accessories

Projectname: OGDCL-Zishan�
FA/FL = Flange End�
TP = Tap-off point�
VF = Vertical Fixing bracket�
�
Customer: S-Pakistan�
AS = Transformer connection�
KB = Terminal block�
S120 = Fire Barrier�
�
Drawingnumber: 8PS-1376-R05�
KE = Cable Feeder Box�
EF = End flange�
�
�
Date: 2016-01-07�
C/D = Change of direction�
�
�
�









