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TYPICAL SECTION WHERE CABLE TRENCH TYPICAL SECTION WHERE ROAD CROSSING
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AND PIPES ARE CROSSING

NOTES:-

1. ALL DIMENSIONS ARE IN mm UNLESS OTHERWISE STATED.

2. EVERY ITEM SHALL BE ADEQUATELY TROPICALISED & PROTECTED
AGNIST CORRSION.

3. UNUSED SLEEVES TO BE SEALED WITH SUITABLE SEALING.

COMPOUND AND FITTED WITH WOODEN BUNGS.

4. THE MINIMUM DEPTH SHALL BE 800mm. HOW EVER DUE TO
DIFFERENCE IN FGL LEVELS ON THE ROAD SIDES THE DEPTH
SHALL BE ADJUSTED TO AVOID SLOPE OF SLEEVES AND KEEP
THE SLEEVES STRAIGHT

5. THE CROSS—OVER OF POWER CABLES W.R.T COMMUNICATION/
INSTRUMENT CABLES SHALL BE MADE AT 90 DEGREE. MINIMUM
300MM SPACE SHALL BE MAINTAINED WHERE POWER & INSTRUMENT|
/COMMUNICATION CABLES RUN IN PARALLEL; OR JUNCTION WHERE
CROSS—OVER OCCURES.
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POWER CABLES CROSSING WITH OTHER U.G SERVICES REPLACES
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