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LIGHTING WORK LED LIGHT FITTING
(STAND TYPE ON GRADE)
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TYPICAL CONNECTION DIAGRAM
FOR LIGHTING JUNCTION BOX
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ITEM NO. DESCRIPTION
1 CABLE GLAND "Ex d” TYPE, IP66 DOUBLE COMPRESSION
) STANCHION PIPE, 2—INCH DIA.
b BOLT WITH 1—SPRING, 1—FLAT WASHER FOR LIGHTING
FIXTURE
4 PIPE CLAMP WITH FIXTURE FITTING
s BOLT AND NUT WITH 1—SPRING, 2—FLAT WASHERS FOR
PIPE CLAMP
6 BOX SUPPORT ™ (L—100x50x5t)
7 MOUNTING PLATE FOR JUNCTION BOX 200x200x6t
5 BOLT AND NUT WITH 1-SPRING, 2—FLAT WASHERS FOR
JUNCTION BOX
g U—TYPE BOLT AND NUTS WITH WASHERS, ME FOR JUNCTION
BOX, SIZE : 2—INCH DIA.
10 RIGID STEEL CONDUIT 2”7 DIA
11 REDUCER 27 / 1.57
12 RUBBER BUSHING
13 CRIMP TYPE TERMINAL LUG FOR LIGHTING POLE
14 BOLT AND NUT WITH 1—=SPRING, 2—FLAT WASHERS
FOR LIGHTING POLE
15 RIGID STEEL CONDUIT 1" DIA
16 CAD—WELD TYPE BRANCH CONNECTOR
17 MASONRY ANCHOR WITHOUT STUD, M6
18 BOLT WITH 1—SPRING, 1—FLAT WASHER FOR MASONRY
ANCHOR, M6x16L
19 UNISTRUT CHANNEL (40x30x10x2.5t)
20 UNISTRUT CLAMP
NOTES:-
7. ALL DIMENSIONS ARE IN mm UNLESS OTHERWISE STATED.
2. FOR TYPE OF LIGHTING FIXTURE, FIXTURE RATING (WATT) CABLE
RUN, ETC. REFER LIGHTING LAYOUT DWG NO.
0269—FELD—-6702
3. FOR CABLE SIZES AND LIGHTING CIRCUIT SCHEDULE, REFER
FLECTRICAL CABLE SCHEDULE DOCUMENT NO.
0269—FLA—-6501.
4. 1X10A FUSE TO BE PROVIDED FOR EACH LIGHT.
5. SKETCH OF LIGHT FITTING/FIXTURE SHALL BE IN ACCORDANCE

WITH VENDOR'S STANDARD. THE CONTRACTOR SHALL BE
RESPONSIBLE TO UPDATE THIS DRAWING ACCORDINGLY.

FOR EARTH BRANCH CONNECTOR, REFER TO SHEET# 5.
FOR NUMBER OF EARTHING POINTS AND WIRE SIZE, REFER
EARTHING & LIGHTNING PROTECTION LAYOUT, DWG. NO.
0269—ELD—-6703.

ALL ELECTRICAL DEVICES, FITTINGS AND EQUIPMENT (i—e
FIXTURE TYPE, CABLE GLANDS, JUNCTION BOX ETC.) TO BE

INSTALLED IN A CLASSIFIED AREA/HAZARDOUS LOCATION SHALL
BE CERTIFIED/SUITABLE FOR USE IN SUCH CLASSIFIED AREAS

AND IN COMPLIANCE WITH THE LATEST AREA CLASSIFICATION
CODES AND STANDARDS.

. ALL UNUSED CABLE ENTRIES ON ELECTRICAL CERTIFIED
EQUIPMENT TO BE PLUGGED USING CERTIFIED PLUGS. PLUGS

TO BE LIGHTLY GREASED BEFORE INSTALLATION.

10. ALL STUB—UP CONDUITS SHALL BE SEALED WITH SUITABLE
SEALING COMPOUND.
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