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800 (TYP.) 100,150 6000 150 KERB STONE DESCRIPTION DWG. NO.
STORM WATER (TYP.) SEE NOTE-3
DRAIN CHANNEL 5000 5000 GENERAL PLOT PLAN 165—4—GPP—001
= WEARING COURSE ELV. 21.300 TACK COAT ROAD LAYOUT PLAN 165—4—C—064
g%' 40 THK. ASPHALT CONCRETE FLV. 21.800 (BITUMEN GRADE 80,/100)
2.5% SLOPE 2.5% SLOPE [—
—_ —_—
— L " —
FGL. ° W FGL. 21.000
L ] S J 1 FGL. 21.500
®
[ ]
BASE COURSE ¢ OF|ROAD BINDER COURSE
200 THK. 60 THK. ASPHALT CONCRETE
SUB BASE COURSE PRIME COAT
250 THK. (BITUMEN GRADE 80,/100)
COMPACTED SUBGRADE
95%
TYP. CROSS SECTION OF 6m WIDE ROAD (EXCEPT ROAD—20)
(SCALE = 1 : 20)
800 (TYP.) 100,150 6000 150 10Q 1450/1593/1198
STORM WATER
DRAIN CHANNEL 3000 3000
WEARING COURSE ELV. 21.800 TACK COAT BRICK PAVING
40 THK. ASPHALT CONCRETE (BITUMEN GRADE 80,/100) SET IN 1:4 CEMENT SAND MORTAR.
S 2.5% SLOPE 2.5% SLOPE [— ROAD # 07, ROAD # 16
— —_—
| . |
FGL. 21.500 Y ° $
.21, 2
— —
° N
{ ]
W FGL. 21.000 |
BASE COURSE ¢ OF | ROAD BINDER COURSE
200 THK. 60 THK. ASPHALT CONCRETE
SUB BASE COURSE PRIME COAT BRICK MASONRY TOE (300X300) SET /
250 THK. (BITUMEN GRADE 80,/100) IN 1:4 CEMENT SAND MORTAR (TYP.)
COMPACTED SUBGRADE
95%
(SCALE = 1 : 20)
800 (TYP.) 100,150 4000 150 KERB STONE
STORM WATER (TYP.) SEE NOTE-3
DRAIN CHANNEL 2000 2000
WEARING COURSE ELV. 21.300 TACK COAT
40 THK. ASPHALT CONCRETE (BTUMEN GRADE 80/100)
— 2.5% SLOPE 2.5% SLOPE [—
—_ —_—
FGL. ° W FGL. 21.000
- = = = -
[ )
o
BASE COURSE ¢ OF | ROAD BINDER COURSE
200 THK. 60 THK. ASPHALT CONCRETE FGL. FINISHED GROUND LEVEL.
SUB BASE COURSE PRIME COAT RL ROAD LEVEL.
250 THK. (BITUMEN GRADE 80,/100) ELV. ELEVATION.
TYP. TYPICAL.
COMPACTED SUBGRADE THK. THICK. / THICKNESS.
95%
1. ALL DIMENSIONS ARE IN MILLIMETER (mm), LEVELS AND COORDINATES ARE IN METER (m) UNLESS
TYP. CROSS SECTION OF 4m WIDE ROAD-—6 OTHERWISE STATED.
SCALE = 1 : 20 2. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH DWG. NO. 165—4—CSTD—001 TO 004
( )
25 . 3. ONE OPENING TO BE PROVIDED AFTER EVERY 3 KERB STONE.
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300 (TYP.) 300 (TYP.) T ! :
(OPENING FOR DRAIN) (OPENING FOR DRAIN) o S OIL & GAS DEVELOPMENT COMPANY LTD.
SEE NOTE-3 SEE NOTE-3 ? 3 % 2 OGDCL HOUSE TOWER-B, FIRST FLOOR F6/G6, BLUE AREA, JINNAH AVENUE ISLAMABAD PAKISTAN
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TYP. ELEVATIONAL DETAIL FOR KERB STONE TYP. SECTIONAL DETAIL OF KERB STONE TYP. CROSS SECTIONS OF ROADS
(SCALE = 1 : 15) (SCALE = 1 : 10) A1 1:20 10F 1




