Clarification against Tender Inquiry No. PROC/FA/CB/P&A/QAD-3382/2018

1. Why do they want to an equivalent DGS seal like? 
As per PPRA rules, to process the case of proprietary items, on press tender mode it is required to mention “Or Equivalent”.
2. Are they having problem with the FS Seal? If yes, then we need to know what the problems are.
At present no problem
3. We need to know following documents;
a. Operating parameters 
Seal Pressure: Fuel gas as remote seal gas Supply pressure = 380 to 400 Psig
Buffer gas (Nitrogen) supply pressure = 40 to 95 Psig 
(Please see P&IDs as attachment)
Maximum Speed: LP compressor 9480 (RPM)
Maximum Speed: HP compressor 12050 (RPM)
Temperature Seal Gas: LP/HP compressor 100-150 deg F
Fluid: LP/HP Compressor working Fluid is Compressed permeate gas (Please see attachment)
Compressor Data Sheet Name plate data is attached
P&ID attached herewith
Gas composition (Gas Analysis) (Please see attachment)
Compressors Sectional Drawing (Dry Gas Seal drawings are attached)
Moreover TOR Clauses 01, 03, 06 & 10 may read as
· Clause#01 may read as “Original Authority Letter for participation in the bid from manufacturer of DGS will be provided with technical bid, in case bidder is not manufacturer of DGS.”
· Clause #3 may read as “In case of equivalent items or superseded part number, 100 % replacement with same fits & tolerances is required. Bidder has to provide the literature and relevant documents regarding equivalent items. Bidder must provide documentary evidence proof from OEM (Man Diesel and Turbo) that supplied item is exact replacement of Dry Gas Seals.”
· Clause#06 may read as” Bidder will arrange the witness of dynamic Balancing of Dry Gas Seals at manufacturer facility, for OGDCL official/ OGDCL nominated third party or both, and will submit the Dynamic Balancing Test report.”
· [bookmark: _GoBack]Clause#10 may read as “All the participating bidders should have at least 05 years (2012-2017) experience in supply of Dry Gas Seals”. 





