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OIL AND GAS DEVELOPMENT COMPANY LIMITED 
CHANDA OIL FIELD 

  
SCHEDULE OF REQUIREMENT 

TENDER ENQUIRY # TE-COF-M-10-2024 

                                 Date: 07-04-2024 

SUPPLY OF SPIRAL WOUND GASKETS AND RTJ RINGS FOR CHANDA PLANT 

S# Description Reference # Rate 

Total rate 

(inclusive of all 

Taxes) 

Deviation 

1 
As per 

attached list 

    

 

Sr. 
No 

Description UNIT 
QTY 
REQ. 

GROUP A  (Spiral Wound Gaskets as per ASME B16.20) 

1 
Gasket, Spiral Wound, 1/2", #150, Filler Graphite, Hoop SS 316, 
Outer CS, CG Type  

No's 12 

2 
Gasket, Spiral Wound, 1/2", #300/600, Filler Graphite, Hoop SS 316, 
Outer CS, CG Type  

No's 24 

3 
Gasket, Spiral Wound, 3/4", #150, Filler Graphite, Hoop SS 316, 
Outer CS, CG Type  

No's 12 

4 
Gasket, Spiral Wound, 3/4", #300/600, Filler Graphite, Hoop SS 316, 
Outer CS, CG Type  

No's 12 

5 
Gasket, Spiral Wound, 1", #150, Filler Graphite, Hoop SS 316, Outer 
CS, CG Type  

No's 6 

6 
Gasket, Spiral Wound, 2", #150, Filler Graphite, Hoop SS 316, Outer 
CS, CG Type  

No's 50 

7 
Gasket, Spiral Wound, 2", #300, Filler Graphite, Hoop SS 316, Outer 
CS, CG Type  

No's 50 

8 
Gasket, Spiral Wound, 2", #600, Filler Graphite, Hoop SS 316, Outer 
CS, CG Type 

No’s 300 

9 
Gasket, Spiral Wound, 4", #150, Filler Graphite, Hoop SS 316, Outer 
CS, CG Type  

No's 25 

10 
Gasket, Spiral Wound, 4", #600, Filler Graphite, Hoop SS 316, Outer 
CS, CG Type  

No's 50 

11 
Gasket, Spiral Wound, 6", #150, Filler Graphite, Hoop SS 316, Outer 
CS, CG Type  

No's 24 

12 
Gasket, Spiral Wound, 6", #300, Filler Graphite, Hoop SS 316, Outer 
CS, CG Type  

No's 25 



Page 2 of 3 

 

13 
Gasket, Spiral Wound, 6", #600, Filler Graphite, Hoop SS 316, Outer 
CS, CG Type  

No's 36 

14 
Gasket, Spiral Wound, 8", #150, Filler Graphite, Hoop SS 316, Outer 
CS, CG Type  

No's 20 

15 
Gasket, Spiral Wound, 8", #300 (, Filler Graphite, Hoop SS 316, 
Outer CS, CG Type) 

No's 10 

16 
Gasket, Spiral Wound, 8", #600, Filler Graphite, Hoop SS 316, Outer 
CS, CG Type  

No's 15 

17 
Gasket, Spiral Wound, 10", #150, Filler Graphite, Hoop SS 316, 
Outer CS, CG Type  

No's 4 

18 
Gasket, Spiral Wound, 16", #150, Filler Graphite, Hoop SS 316, 
Outer CS, CG Type  

  2 

19 
Gasket, Spiral Wound, 16", #600, Filler Graphite, Hoop SS 316, 
Outer CS, CG Type  

No's 2 

20 
Gasket, Spiral Wound, 16", #300, Filler Graphite, Hoop SS 316, 
Outer CS, CG Type  

No's 2 

21 
Gasket, Spiral Wound, 18", #300, Filler Graphite, Hoop SS 316, 
Outer CS, CG Type  

No's 2 

22 
Gasket, Spiral Wound, 18", #600, Filler Graphite, Hoop SS 316, 
Outer CS, CG Type  

No's 5 

23 
Gasket, Spiral Wound, 20", #150, Filler Graphite, Hoop SS 316, 
Outer CS, CG Type  

No's 8 

24 
Gasket, Spiral Wound, 20", #300, Filler Graphite, Hoop SS 316, 
Outer CS, CG Type  

No's 2 

25 
Gasket, Spiral Wound, 20", #600, Filler Graphite, Hoop SS 316, 
Outer CS, CG Type  

No's 4 

   Group B (RTJ Gaskets as per ASME B16.20) 

Sr. 
No 

Description UNIT 
QTY 
REQ. 

1 RTJ Rings R-11, SS OCTA(size 1/2"X300/600) No's 2 

3 RTJ Rings R-16, SS OCTA(size 1"X300/600/1500) No's 8 

4 RTJ Rings R-23, SS OCTA(size 2"X300/600) No's 8 

5 RTJ Rings R-31, SS OCTA(size 3"X300/600/900) No's 12 

6 RTJ Rings R-37, SS OCTA(size 4"X300/600/900) No's 16 

7 RTJ Rings R-45, SS OCTA(size 6"X300/600/900) No's 24 

8 RTJ Rings R-49, SS OCTA(size 8"X300/600/900) No's 4 

9 RTJ Rings R-65, SS OCTA(size 16"X300/600) No’s 1 

10 RTJ Rings R-70, SS OCTA(size 18"X900) No's 2 

12 RTJ Rings R-73, SS OCTA(size 20"X300/600) No's 2 

13 RTJ Rings R-74, SS OCTA(size 20"X900) No's 1 
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TERMS AND CONDITIONS: 

1. The manufacturer of the offered brand must have more than 10 years of 

experience of manufacturing of gaskets with valid API and ISO certifications. The 

bidders to share the documents verifying the same. 

2. Bidder/Supplier should quote gasket of Klinger, Flexitallic, Thermoseal, Jeil or any 

equivalent brand. 

3. Bidders to provide previous supply references within Pakistan. 

4. Delivery period for material is 08 weeks from the date of issuance of Purchase 

Order.  

5. If the supplier fails to deliver the goods within the delivery period, then Late 

Delivery / Liquidity Charges shall be applicable as per OGDCL’s Rules.  

6. Supplier shall submit Material Specification and Country of origin confirmation 

from OEM along with technical bid.  

7. Material will be delivered at Chanda Oil Field-OGDCL in original OEM packing free 

of cost on FOR basis. 

8. Inspection of material will be carried out by the OGDCL rep. at Chanda Oil Field. 

9. Off spec and deteriorated items will be rejected during inspection and to be 

replaced by the supplier without any claim/charges of transportation or courier. 

10. Supplier to ensure standard performance guarantee of 6 months after receipt, 

inspection and acceptance of material. 

11. Bids evaluation will be Group wise. (Group A: Spiral wound gaskets, Group B: RTJ) 

12. All the taxes will be deducted as per PPRA Rules. 

 

 
 
 
 
 


