2 3 4 5 v 6 7 8 9 | 10

GENERAL NOTES

1. ALL DIMENSIONS ARE IN MILLIMETERS UNLESS NOTED OTHERWISE.

2. LOCATION SHALL BE VERIFIED WITH THE LATEST LAYOUT SHOWN IN REF. No.
NGP-000-SCW-15.01-2004-23 STORM WATER DRAINAGE PLAN.

3. FOR GENERAL NOTES FOR REINFORCED CONCRETE WORKS REFER DWG NO.
NGP—000—SCW-15.01-0001-00.

4. MINIMUM CYLINDER COMPRESSIVE STRENGTH OF CONCRETE AT 28DAYS.

— STRUCTURAL CONCRETE  : Fc = 2IMPa

150 500 150 ~ LEAN CONCRETE : Fc = 14MPa —
5. YIELD STRENGTH OF REINFORCEMENT BAR
__— GALVANIZED STEEL GRATING - Fy = 420MPa, ASTM A615, DENOTED WITH e
=] FB 25x3 PITCH 30 mm. ¢OF DRAIN DITCH 6. FOR GALVANIZED STEEL GRATING SHALL FOLLOW THE REQUIREMENT OF DWG.
CROSS ROD PITCH 100mm. \ NO. NGP—-000-SCW-15.01-0017-00.
| 150 500 . 150, 9 7. THE HEIGHT NEEDS TO BE REFERRED FROM STORM WATER DRAINAGE PLAN.
\‘ |
A l m |EEEREEENEENEEEEEENZE] mﬁ
A RC WALL— ! I
<C
=
! U PVC WATER STOPPER — 20 mm =2
225 WIDE PIASTER S =
o T
| CONSTRUCTION JOINT(TYP.) —— — =
Ye]
| L
RN
| i& ”‘T 78| LEAN CONCRETE (THK.=50)
. (TYF) COMPACTED SOIL (COMPACTED TO 95% MDD)
¢ OF DRAIN DITCH
SECTION /A
TYPICAL PLAN OF DRAIN DITCH ANy
WIDTH=500mm SCAE :20
REFERENCE DOCUMENTS <
TITLE DOC No.
DESIGN BASIS FOR CIVIL AND STEEL N0 SCW_1E 05— 0001 —
ST UCTURES WORKS NGP—000—-SCW~15.05-0001-00
SPECIFICATION FOR EARTH WORK AND SITE N0 SCW_1E 079001 —
SREOARATION NGP—000—-SCW-15.03-2001-00
STANDARD DRAWING OF ROAD SECTIONS NGP—000-SCW-15.01-2001-23
GENERAL PLOT PLAN NGP—000—~GEN-15.01-0001-00
SIT GRADING AND LEVELING PLAN NGP—000-SCW-15.01-2005-23 |
GALVANIZED STEEL GRATING 65, o e GRADING AND VERTICAL PLAN NGP—000—-SCW-15.01-2006—23
RIPRAP SLOPE PROTECTION LAYOUT NGP—000-SCW-15.01-2007-23
ﬁ[ R [ STORM WATER DRAINAGE PLAN NGP—000-SCW-15.01-2004-23
3 STANDARD DRAWING FOR STORM WATER NGP—000-SCW-15.01-0010-00
_ T12@200 C/C ;
FB—65x65x5 a8 / o Tasken | 107 S| 2heg 1oy | 0 g 4
- P 00 |Approved for Construction|  XIAQ. YANG. | ZHANG. Q. [05/07/2016
/ 2 C1 [lssued for Approval XIAQ. YANG. ZHANG. Q.  [08/06/2016
é%%g%% I())lAC C |lssued for Approval XIAQ. YANG. | ZHANG. QU.  [20/05/2016)—
/ f\/ \ x B |Issued for Review XIAQ. YANG. | ZHANG. Qu. [28/04/2016
7126200 C/C 7126200 C/C A |Intemnal Discipline Check |  XIAO. YANG. | ZHANG. QU.  [20/04/2016
REV]  DESCRIPTION PRPD | CHKD | REVD | APPD DATE

DETAIL / 1\ SECTION /A
NS\ — / REINFORCEMENT DETAILK—/

" OIL&GAS DEVELOPMENT COMPANY LTD. |°¢

%%ETWEWETW BLUE AREA, JINNAH AVENUE ISLAMABAD PAKISTAN

Zishan Engineers (Pvt.) Ltd.
An ISO 9001-2008 certified company

47/F Block 6, PECHS, Karachi-Pakistan
Tm) 3439304548, & 34310151-64, Fax: (82-81) 345633430 & 345101566 |
contaci@zishanengineers.com Wabsite: www.zishanengineers.com

CONTRACTOR.
jipp HONG KONG HUIHUA GLOBAL |  PROJECT NO.
*z:  TECHNOLOGY LIMITED NASHPA 1247
DRAWING NO.

prouecT TimLe: NASHPA GAS PROCESSING AND LPG RECOVERY
PLANT PROC-FC-CB/NASHPA/PROJ-1247/2015 | NGP—000-SCW~15.01-2010-23

DETAIL DRAWING OF STORMWATER | REV- |SCALE SHEET

DRAWING TITLE:
DRAIN DITCH 00 | NTS [10F6

2 3 4 5 A 6 7 8 I 9 I 10 Drawing Size: ISO A2 (V)




9 I

10

150 800 150

| ——
= OF DRAIN DITCH

TYPICAL PLAN OF DRAIN DITCH

WIDTH=800mm SCALE 1:20

GALVANIZED STEEL GRATING

#8594 pl_g

S BRI
FB—65x65x5

N
150

ANCHOR DIA
T10@300 C/C

DETAIL /1 \
NS\ — /

€,

GALVANIZED STEEL GRATING

FB 25x3 PITCH 30 mm

CROSS ROD PITCH 100mm.

¢[OF DRAIN DITCH

150\ ' 800 150,

R

RC WALL—

PVC WATER STOPPER ——
225 WIDE

CONSTRUCTION JOINT(TYP.) ——

}

HEIGHT VARIES
NOTE 7/

20|mm
PLASTER
|

100

150

= 2.

GENERAL NOTES

- ; .- %, - -
i;}[/N& //N]ii 7RG 7RG T EAN CONCRETE (THK.=50)
(1Y)

COMPACTED SOIL (COMPACTED TO 95% MDD)

SECTION /A
SCALE 1:20 k_/

—T12@200 C/C

e ——

\—m@zoo c/cxm@zoo c/C

SECTION /A
REINFORCEMENT DETAILU

1. ALL DIMENSIONS ARE IN MILLIMETERS UNLESS NOTED OTHERWISE.

2. LOCATION SHALL BE VERIFIED WITH THE LATEST LAYOUT

NGP—-000-SCW-15.01-2004-23 STORM WATER DRAINAGE PLAN.
3. FOR GENERAL NOTES FOR REINFORCED CONCRETE WORKS REFER DWG NO.

NGP—000—SCW-15.01-0001-00.

4. MINIMUM CYLINDER COMPRESSIVE STRENGTH OF CONCRETE AT 28DAYS.

— STRUCTURAL CONCRETE  : Fc = 2IMPa
— LEAN CONCRETE : Fc = 14MPq
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REFERENCE DOCUMENTS

TITLE

DOC No.

DESIGN BASIS FOR CIVIL AND STEEL
STRUCTURES WORKS

NGP-000-SCW-15.05—-0001-00

SPECIFICATION FOR EARTH WORK AND SITE

PREPARATION

NGP-000-SCW-15.03-2001-00

STANDARD DRAWING OF ROAD SECTIONS

NGP-000-SCW-15.01-2001-23

GENERAL PLOT PLAN

NGP-000-GEN-15.01-0001-00

SIT GRADING AND LEVELING PLAN

NGP-000-SCW-15.01-2005-23

GRADING AND VERTICAL PLAN

NGP-000-SCW-15.01-2006-23

RIPRAP SLOPE PROTECTION LAYOUT

NGP-000-SCW-15.01-2007-23

STORM WATER DRAINAGE PLAN

NGP-000-SCW-15.01-2004-23

STANDARD DRAWING FOR STORM WATER

NGP-000-SCW-15.01-0010-00

(TYP)
SECTION /A
SCALE 1:20 t/
T120150
O‘ 1350 ‘
©
I 1120150 I
1350 /—TI 2@150 f T12@200

. /Io . %I . O o L

\ A -~ e
oo [ X J

_ e e

£S5
=0
E 2 oo [ X ]
= 2 l&@ (é'
T120150 1120150

oo [ X J

1350mm ] Q . O . * i

o ol D o . ——

L T120200 —T12@150
T120150
1350mm 7 SECTION m

REINFORCEMENT DETAILU

Nito Tk | 191 Gebi"| 2hog 2y | 0, 1
00 |Approved for Construction|  XIAQ. YANG. | ZHANG. Q. [05/07/2016
C1 [lssued for Approval XIAQ. YANG. ZHANG. Q.  [08/06/2016
C |Issued for Approval XIAQ. YANG. | ZHANG. QU. [20/05/2016}—
B |Issued for Review XIAQ. YANG. ZHANG. QuU. [|28/04/2016
A |Internal Discipline Check |  XIAQ. YANG. | ZHANG. QU.  [20/04/2016
REV. DESCRIPTION PRPD CHKD REVD APPD DATE

pie.  OIL&GAS DEVELOPMENT COMPANY LTD.

BLUE AREA, JINNAH AVENUE ISLAMABAD PAKISTAN

Zishan Engineers (Pvt.) Ltd.
An ISO 9001-2008 certified company

47/F Block 6, PECHS, Karachi-Pakistan
Tm) 3439304548, & 34310151-64, Fax: (82-81) 345633430 & 345101566
contaci@zishanengineers.com Wabsite: www.zishanengineers.com

CONTRACTOR.
HBP HONG KONG HUIHUA GLOBAL
TECHNOLOGY LIMITED

IlN=r

PROJECT NO.
NASHPA 1247

prouEcT TimLe: NASHPA GAS PROCESSING AND LPG RECOVERY
PLANT PROC-FC-CB/NASHPA/PROJ-1247/2015

DRAWINGNO. |
NGP-000-SCW-15.01-2010-23

orawmeTme: PETAIL DRAWING OF STORM WATER

REV. |8CALE [SHEET

DRAIN DITCH

00 | NTS (6 OF 6

I 9 I

10 Drawing Skze: ISO A2 (V)




	11
	22
	33
	44
	55
	66

