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WELDED WIRE MESH /FABRIC REINFORCEMENT GENERAL NOTES
WELDED WIRE MESH/FABRIC REINFORCEMENT ole 1. ALL DIMENSIONS ARE IN MILLMETERS(mm). UNLESS NOTED OTHERWISE.
WELDED WIRE MESH /FABRIC REINFORCEMENT — = PP VARES SRR LATOUT 2. THE MIN. COMPRESSIVE STRENGTH OF CONCRETE AT 28 DAYS:
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o ST R R 31 ' — fy=420N /mm® (ASTM A—-615, GRADE 60),
Lo
f - 17100300 c/c 4. THE GRADATION, PHYSICAL PROPERTIES AND PLACING FOR SUBBASE,
T108300 ¢ /c RC SLAB (fc=21N /mm?) WILL BE IN ACCORDANCE WITH NGP—000-SCW—15.03-2002-00 SPECIFICATION
- T10@300 ¢/c , ) FOR ROAD AND PAVING WORKS.
RC SLAB (fc=2IN/mm?) RC SLAB (fe=21N/mm”) — T110@300 c/c 5. THE MATERIAL FOR JOINT SILLER STRIPS WILL BE CONFORMED TO ASTM D 994
, , —— T10@300 ¢/c - BLINDING CONCRETE (fc=14N/mnt) OR ASTM D 1751 AND ASTM D 1752 OR EQUIVALENT,
——— BLINDING CONCRETE (fc=14N/mm?) BLINDING CONCRETE (f'c=14N /mm? ) SUB—BASE COURSE (SEE NOTE 4) 6. FOR GENERAL NOTES REFERE TO DRAWING: NGP—000-SCW-15.01-0001-00
SUBCRADE (COMPACTED T0 95% MDD) B GENERAL NOTES FOR REINFORCED CONCRETE WORKS.
L SUBGRADE (COMPACTED TO 95% MDD) —— SUBGRADE (COMPACTED TO 95% MDD) 7. EXISTING FACILITY WILL BE VERIFIED AT SITE BEFORE START THE CONSTRUCTION.
8. ALL EXPOSED CORNERS OF CONCRETE ELEMENTS ARE CHAMFERED 25mm.
LIGHT DUTY RC PAVING HEAVY DUTY RC PAVING LPG GANTRY AREA RC PAVING 9. PAVING SHALL BE CAST AFTER LAYING OF ALL UG FACILITIES /FOUNDATIONS
N.T.S N.T.S N.T.S BELOW PAVED AREA.
10 CONCRETE PAVING SHALL BE PROVIDED WITH JOINTS:
— CONSTRUCTION JOINTS/CONTROL JOINT SHALL BE MAX 6m APART.
— CONCRETING IS EVER INTERRUPTED LONG ENOUGH FOR THE PLACED CONCRETE
20mm DIA MILD STEEL BAR X 600mm LONG @400 C/C 20mm DIA MILD STEEL BAR X 600mm LONG @400 C/C 25mm DIA MILD STEEL BAR X 600mm LONG @300 C/C TO HARDEN, A CONSTRUCTION JOINT SHOULD BE USED.
(ASPHALTIC COATING OR SIMILAR APPROVED ON — IN AREAS NOT SUBJECTED TO TRAFFIC, A BUTT CONSTRUCTION JOINT WILL BE
(ASPHALTIC COA;LNSN%R SSDMELCA)EWAPPROVED ON (ASPHALTIC COA;LNSNOGR SSDMELSEL%PPROVED ON SLIDING SIDE ONLY) USED. IN AREAS SUBJECTED TO WHEELED TRAFFIC OR HEACY LOADS, JOINT
) FORM GROOVE SEAL WITH POLYSULPHIDE SEALANT WITH DUVELS WILL BE USED,
FORM GROOVE SEAL WITH POLYSULPHIDE SEALANT SVC CAP OR GALVANISED STEEL DOWEL cap | FORM GROOVE SEAL WITH POLYSULPHIDE SEALANT PVC CAP OR GALVANISED STEEL DOWEL CAP PVC CAP OR GALVANISED STEEL DOWEL CAP — EXPANSION JOINTS SHALL BE MAX 15m APART. IF ISOLATION JONITS WILL BE
OR SIMILAR APPROVED (25Dx25W) OCCURED DURING 15m APART, THE ISOLATION JOINT CAN BE SEEMED AS A
OR SIMILAR APPROVED (25Dx25W) COTTON WASTE OR SIMILAR APPROVED OR SIMILAR APPROVED (25Dx25W) COTTON WASTE OR SIMILAR APPROVED COWONCC%?QESSELEMFLLALERAPPROVED EXPANSION JOINT.
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SHRINKAGE CRACK 20mm DIA MILD STEEL BAR X 600mm LONG @400 C/C (FOR 100/150mm THK.) JESIGN BASIS FOR ROADS AND PAVING NGP—000—SCI-15.05-2001-00
25mm DIA MILD STEEL BAR X 600mm LONG @300 C/C
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